
ÑAËT ÑÖÙNG GAÉN OÁNG GIOÙ

RDS-L1E
Reetech

Reetech

STANDING DUCT TYPE

Reetech



Reetech

Quality to Air -  Quality to Live
RDS-L1E-GT01A09-2010

15.0 18.0 21.0 27.0

8,200 11,000 13,000 16,080

200 200 200 200

Naêng suaát taùch aåm (Moisture removal) L/h

Löu löôïng gioù (Air flow rate) 3m /h

Nguoàn ñieän (Power supply) V/Ph/Hz

Ngoaïi aùp suaát tónh (External static pressure) Pa 

Model Daøn laïnh  (Indoor unit model)

Daøn noùng thích hôïp

Btu/h

kW

Coâng suaát ñieän (Power input) kW

Coâng suaát laïnh 

(Nominal cooling capacity)

RDS160-L1E RDS200-L1E RDS240-L1E RDS320-L1E

RC160-L1E RC100-L1E RC120-L1E RC160-L1E

160,000 200,000 240,000 320,000

46.9 58.6 70.3 93.8

15.7 22.0 24.0 33.4

Matching outdoor unit 1 2 2 2

model

soá löôïng (Qty.)

Ñeå caûi tieán toát hôn, coù theå moät soá ñaëc tính kyõ thuaät treân ñaõ ñöôïc thay ñoåi / For continuous product improvement the specification is subject to change without notice.

Distributed by:

380/3/50

50 50 50 50

5.3 x 2 5.8 x 2 6.3 x 2 8.2 x 2

19.1 15.9 x 2 15.9 x 2 19.1 x 2

41.27 28.6 x 2 34.9 x 2 41.27 x 2

34 MPT 34 MPT 34 MPT 34 MPT

15 15 15 15

60 62 62 64

69 70 70 73

1114x978x1278

315 182 + 182 198 + 198 315 + 315

Scroll

27.2

198

Doøng ñieän ñònh möùc (RLA) 

Doøng ñieän khôûi ñoäng (LRA) 
A

A

-

Löôïng gas R22 caàn naïp (R22 charged) *)

Maùy neùn 

(Compressor)

kg

OÁng ga loûng (Liquid pipe) Þmm

OÁng ga hôi (Gas pipe) Þmm

OÁng nöôùc xaû (Drain pipe) Þmm

Chieàu daøi oáng töông ñöông max.

(Max. equivalent length)
m

Chieàu cao oáng max. 

(Max. height difference)
m

Ñoä oàn daøn laïnh (Indoor unit noise) dB(A)

Ñoä oàn daøn noùng (Outdoor unit noise) dB(A)

Kích thöôùc daøn noùng - R x C x S

(Outdoor dimensions) - W x H x D
mm

Troïng löôïng tònh daøn noùng

(Net weight outdoor unit)
Kg

1019x890x1189

(for 1 unit)

1019x1035x1198

(for 1 unit)

1114x978x1278

(for 1 unit)

Loaïi (Type)

1 1 + 11 + 11 + 1Soá löôïng (Qty.) caùi

380/3/50Nguoàn ñieän (Power supply) V/Ph/Hz

Coâng suaát (Power input) W 17200 9130 x 2 10200 x 2 17200 x 2

19.2

137

 x 2 22.6

170

 x 2 27.2 x 2

225

4.8

27

Doøng  ñònh möùc 

Doøng ñieän khôûi ñoäng 

ñieän (RLA) 

(LRA) 

A

Moâ tô quaït

daøn laïnh

(ID fan

motor)

1 111Soá löôïng (Qty.) caùi
Nguoàn ñieän (Power supply) V/Ph/Hz

Coâng suaát (Power input) W 2200 4000 4000 4000

6.5

36

6.5

36

8.4

50

3.7

10

Doøng  ñònh möùc ñieän (RLA) 

Doøng ñieän khôûi ñoäng (LRA) 

A

Moâ tô quaït

daøn noùng

(O

motor)

D fan

Soá löôïng (Qty.) caùi

Nguoàn ñieän (Power supply) V/Ph/Hz

Coâng suaát (Power input) W 750 560 x 2 560 x 2 750 x 2

1 1 + 11 + 11 + 1

380/3/50

3.2 x 2

16

3.2 x 2

16

3.7 x 2

18

0Coâng suaát laïnh danh ñònh döïa treân caùc ñieàu kieän sau: nhieät ñoä gioù hoài 27 0 0C baàu khoâ & 19 C baàu öôùt; nhieät ñoä ngoaøi trôøi 35 C baàu khoâ; chieàu daøi ñöôøng oáng ga 5m.
0 0 0Nominal cooling capacities are based on the following conditions: return air temperature 27 C DB & 19 C WB; ambient temperature 35 C DB; refrigerant piping length 5m.

*) Daøn noùng chæ ñöôïc ngaâm Nitô khi xuaát xöôûng (The outdoor units have been charged nitrogen by the factory only)

A

380/3/50

380/3/50

220/1/50

2000x1875x800 2000x1875x800 2000x1875x800 2000x1875x800

346 366 385 410

Kích thöôùc daøn laïnh - R x C x S

(Indoor dimensions) - W x H x D mm

Troïng löôïng tònh daøn laïnh

(Net weight indoor unit) Kg

A


